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PRODUCT DESCRIPTION

TYPE : FLEXIBLE POLYVINYLCHLORIDE
IDENTIFICATION : ALKORPLAN L

USE : PLASTIC SHEETS FOR ROOF WATERPROOFING

REFERENCE EUROPEAN STANDARD
EN 13956:2005 AND HIS ANNEX ZA

PARTICULAR CONDITIONS APPLICABLE TO THE USE OF THE PRODUCT
TECHNICAL DATA ALKORPLAN L

CERTIFICATE OF FACTORY PRODUCTION CONTROL
FACTORY 01 : BC2 - 320 —0295 - 0100 - 01

NAME : CHRISTIAN VERGEYLEN
TITLE : GENERAL MANAGER
DATE : 27/03/2008

VERSION : 1
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TECHNICAL DATA ALKORPLAN L

GLASS REINFORCED PVC-P MEMBRANE FOR BALLASTED ROOFING SYSTEM

g

RENOLIT

PROPERTIES REQUIREMENTS | UNIT TYPE STANDARD
EN 13956 35177

5.2.1 VISIBLE DEFECTS (FPC)

PASS OK EN 1850-2
5.2.2 DIMENSIONS, TOLERANCES AND MASS PER UNIT AREA (FPC)
LENGTH MDV m EN 1848-2
WIDTH MDV m EN 1848-2
STRAIGHTNESS MLV mm <= 30 EN 1848-2
FLATNESS MLV mm <=10 EN 1848-2
MASS PER UNIT AREA MDV g/m? EN 1849-2
THICKNESS MDV mm EN 1849-2
5.2.3 WATERTIGHTNESS (M102)

PASS kPa >=10 EN 1928
5.2.4 EFFECTS OF LIQUID CHEMICALS INCLUDING WATER (ANNEX C)

MDV PASS OK EN 1847
5.2.5 FIRE PERFORMANCE (M102)
EXTERNAL FIRE CLASS DTS EN 13501-5
REACTION TO FIRE CLASS E EN 13501-1
5.2.6 HAIL RESISTANCE

MLV m/s >=17 EN 13583
5.2.7 JOINT STRENGTH (M102)
PEEL RESISTANCE MLV N/50 mm >= 150 EN 12316-2
SHEAR RESISTANCE MLV N/50 mm >= 400 EN 12317-2
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PROPERTIES REQUIREMENTS | UNIT TYPE STANDARD
EN 13956 35177 P
RENOLIT
5.2.8 WATER VAPOUR PROPERTIES
MDV 15000* EN 1931
* 1+/-50 %
5.2.9 TENSILE PROPERTIES (FPC) (M102)
STRENGTH MLV N/50 mm >= 500 EN 12311-2
ELONGATION MLV % >=2 EN 12311-2 ce
BCCA 0749
5.2.10 RESISTANCE TO IMPACT (M102) ALKORPLAN L
MLV mm >= 300 EN 12691 oL T BELGIUM NV
5.2.11 RESISTANCE TO STATIC LOADING (M102) 802 . 320 - r5.0100.01
MLV kg >= 20 EN 12730 3
g| e noor wamereroorme
5.2.12 TEAR RESISTANCE (FPC) (M102) : =1 13 950 008
MLV N >= 100 EN 12310-2 g wwwALKORPROOF COM
5.2.13 RESISTANCE TO ROOT PENETRATION (M102)
PASS OK EN 13948
5.2.14 DIMENSIONAL STABILITY (FPC)
MLV % <=0,2 EN 1107-2
5.2.15 FOLDABILITY AT LOW TEMPERATURE (M102)
MLV °C <=-25 EN 495-5
5.2.16 BEHAVIOUR FOLLOWING EXPOSURE TO UV RADIATION, ELEVATED TEMPERATURE, WATER (M102)
PASS OK EN 1297
5.2.17 RESISTANCE TO OZONE
PASS NR EN 1844
5.2.18 EXPOSURE TO CONTACT WITH BITUMEN
PASS NR EN 1548
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BELGIAN CONSTRUCTION CERTIFICATION ASSOCIATION

BCCA

Rue d’Arlon 53
B - 1040 BRUXELLES
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EC-CERTIFICATE OF FACTORY PRODUCTION CONTROL

0749 - CPD
BC2 - 320 - 0295 — 0100 - 01

In compliance with the Directive 89/106/EEC of the Council of European Communities of 21 December 1988 on the
approximation of laws, regulations and administrative provisions of the Member States relating to the construction
products (Construction Products Directive - CPD), amended by the Directive 93/68/EEC of the Council of European
Communities of 22 July 1993 and Regulation (EC) No 1882/2003 of the European Parliament and of the Council of 29
September 2003, it has been stated that the construction products

Flexible sheets for waterproofing — Plastic sheets for roof
waterproofing

As registered by BCCA by means of a regularly validated catalogue available with the manufacturer

placed on the market by

Renolit Belgium nv
Industriepark De Bruwaan 9
9700 Oudenaarde
Belgium

and produced in the factory

Renolit Belgium nv, Oudenaarde (Belgium)

is submitted by the manufacturer to the initial type-testing of the product, a factory production control and to the further
testing of samples taken at the factory in accordance with a prescribed test plan. The approved body BCCA has
performed the initial inspection of the factory and the factory production control and performs the continuous
surveillance, assessment and approval of the factory production control.

This certificate attests that all provisions under responsibility of the approved body concerning attestation of factory
production control described in annex ZA of the standard

NBN EN 13956 : 2005

were applied for the productgroups named above.

This certificate was first issued on 27.02.2008 and remains valid as long as the conditions laid down in the harmonised
technical specification in reference or the manufacturing conditions in the factory or the FPC itself are not modified
significantly and latest on 26.02.2013. The validity of this certificate shall be confirmed by BCCA once a year. On any
substantiated request, BCCA will give information about the validity of the certificate.

Brussels, 27.02.2008

(Bm PR W B. De Blaere
021 PROD Director
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RENOLIT

ES PROHLASENI O SHODE } ) ] ]
ES SMERNICE 89/106/ES Z 21/12/1988: SMERNICE O STAVBNICH VYROBCICH (CPD)

JMENO A ADRESA VYROBCE
RENOLIT BELGIUM NV
INDUSTRIEPARK DE BRUWAAN 9
9700 OUDENAARDE

BELGIE

ZAVODY ZABYVAJICI SE VYROBOU T ECHTO VYROBKU
01: RENOLIT BELGIUM NV, INDUSTRIEPARK DE BRUWAAN 9, 9700 OUDENAARDE, BELGIE

JMENO A ADRESA NOTIFIKOVANE OSOBY
BCCA, RUE D’ARLON 53, 1040 BRUXELLES, BELGIE
CiSLO NOTIFIKOVANE OSOBY: 0749

POPIS VYROBKU

TYP: FLEXIBILNI POLYVINYLCHLORID
IDENTIFIKACE: ALKORPLAN L

POUZITI: HYDROIZOLACNI FOLIE NA STRECHY

ODVOLANI NA EVROPSKOU NORMU
EN 13956: 2005 A PRILOHA ZA

PODROBNY PODMINKY VHODNYHO POUZITIi VYROBKU
TECHNICKE DATA ALKORPLAN L

CERTIFIKAT SYSTEMU RIZENI VYROBY
ZAVOD 01: BC2 — 320 — 0295 — 0100 — 01

JMENO: CHRISTIAN VERGEYLEN
POZICE: GENERALNI MANAGER
DATUM: 27/03/2008

VERZE: 1



TECHNICKE DATA ALKORPLAN L

VLASTNOSTI P%ilAleAg\géY JEDNOTKY 3;1:7 NORMA
5.2.1 ZJEVNE VADY (FPC)
PASS OK EN 1850-2
5.2.2 ROZMERY, TOLERANCE A PLOSNA HMOTNOST (FPC)
DELKA MDV m EN 1848-2
SIRKA MDV m EN 1848-2
PRIMOST MLV mm <=30 EN 1848-2
ROVINNOST MLV mm <=10 EN 1848-2
PLOSNA HMOTNOST MDV g/m? EN 1849-2
UCINNA TLOUSTKA MDV mm EN 1849-2
5.2.3 VODOTESNOST (M102)
| PASS kPa >=10 EN 1928
5.2.4 UCINEK KAPALNYCH CHEMIKALIi V CETNE VODY (PRILOHA C)
\ MDV PASS oK EN 1847
5.2.5 POZARNI BEZPECNOST (M102)
CHOVANI PRI VNEJSIM POZARU CLASS DTS EN 13501-5
REAKCE NA OHEN CLASS E EN 13501-1
5.2.6 ODOLNOST PROTI KRUPOBITI
MLV m/s >=17 EN 13583
5.2.7 PEVNOST SPOJE (M102)
ODOLNOST PROTI ODLUPOVANI MLV N/50 mm >= 150 EN 12316-2
SMYKOVA ODOLNOST MLV N/50 mm >= 400 EN 12317-2




POZADAVKY

TYP

VLASTNOSTI EN 13956 JEDNOTKY 45170 NORMA
5.2.8 PROPUSTNOST VODNI PARY
. +'>{'%\é % 15000* EN 1931
5.2.9 TAHOVE VLASTNOSTI (FPC) (M102)
PEVNOST MLV N/50 mm >= 500 EN 12311-2
TAZNOST MLV % >=2 EN 12311-2
5.2.10 ODOLNOST PROTI NARAZU (M102)
MLV mm >= 300 EN 12691
5.2.11 ODOLNOST PROTI STATICKEMU ZATIZENI (M102)
| MLV | kg >= 20 EN 12730
5.2.12 ODOLNOST PROTI PROTRHAVANI (FPC) (M102)
| MLV | N >= 100 EN 12310-2
5.2.13 ODOLNOST PROTI PRORUSTANI KORINKU (M102)
PASS OK EN 13948
5.2.14 ROZMEROVA STALOST (FPC)
| MLV | % <=0,2 EN 1107-2
5.2.15 OHEBNOST ZA NiZKYCH TEPLOT (M102)
| MLV | T <=-25 EN 495-5
5.2.16 CHOVANI PRI VYSTAVENI UV ZARENI, ZVYSENE TEPLOTE A VODE (M102)
| PASS | OK EN 1297
5.2.17 ODOLNOST PROTI OZONU
| PASS | NR EN 1844
5.2.18 SNASENLIVOST S ASFALTEM
| PASS | NR EN 1548




BELGIAN CONSTRUCTION CERTIFICATION ASSOCIATION

BCCA

Rue d’Arlon 53
B — 1040 BRUXELLES

ES-CERTIFIKAT SYSTEMU RiZENi VYROBY

0749 — CPD
BC2 320 — 0295 - 0100 - 01

V souladu se smérnici 89/106/EHS Rady Evropskych spolecenstvi ze dne 21. prosince 1988 o sblizovani
pravnich a spravnich predpist €lenskych statd tykajicich se stavebnich vyrobkd (smérnice o stavebnich
vyrobcich — CPD), ve znéni smérnice 93/68/EHS Rady Evropskych spolecenstvi ze dne 22. Eervence 1993
a Nafizeni Evropského parlamentu a Rady (ES) ¢. 1882/2003, se potvrzuje, Ze stavebni vyrobky

Hydroizola éni pasy a félie - Plastové félie pro hydroizolacis  tfech
uvedené na trh spole €nosti

Renolit Belgium nv
Industriepark De Bruwaan 9
9700 Oudenaarde

Belgie

vyrobené v zavod é

Renolit Belgium nv, Oudenaarde (Belgie)

jsou u vyrobce podrobovany po¢ate¢nim zkousSkam typu vyrobku a fizeni vyroby a dalSim zkouskam vzorkd
odebranych v misté vyroby pfedepsanym zpusobem. Autorizovana osoba BCCA provedla pocatecni inspekci
v misté vyroby a systému Ffizeni vyroby a vykonava prabézny dohled, posuzovani a schvalovani systému
fizeni vyroby.

Tento certifikat prokazuje, Ze vSechna ustanoveni tykajici se posuzovani systému Fizeni vyroby popsaného
v pfiloze ZA normy

NBN EN 13956: 2005

byla uplatnéna na uvedenou skupinu vyrobk.

Tento certifikat byl poprvé vydan 27.02.2008 a zUstava v platnosti, pokud se podminky stanovené
v harmonizované technické specifikaci, na niz byl uveden odkaz, nebo vyrobni podminky v misté vyroby ¢i
systém fFizeni vyroby sam vyrazné nezméni, nejpozdéji do 26.02.2013. Platnost tohoto certifikatu bude
potvrzend BCCA jednou ro¢né. V pfipadé opodstatnénych pozadavka BCCA bude informovat o platnosti
certifikatu.

Brussels, 27.02.2008 B. De Blaere
feditel

021 PROD



